CORRECT BEHAVIOR 
(Company)

CRANES

1. No job is ever so urgent or important that we can't take the time out to do it safely or environmentally correct.

2. Only certified/qualified personnel are permitted to operate equipment or in the cab.

3. No two cranes will operate entirely the same. The make, model, and controls may be identical, but in no way insures identical responses by each crane. Always become familiar with each crane. Anytime a control fails to respond, STOP all operations until the cause is identified and corrective measures are taken as needed. Regardless of experience, NEVER become over confidant with self or equipment.

4. Never leave the controls or travel with personnel in workbaskets. Riding track catwalks, load or blocks is strictly prohibited. Riders are allowed only on designated areas.

5. Never approach or climb on equipment without the knowledge and approval of the operator. Never climb on to or jump from moving equipment.

6. The operator and riggers shall insure all unnecessary personnel remain clear of all lifting and rigging operations.

7. Lifts that require radio communications between the operator and signalman shall be performed on a designated channel and only communications necessary to perform the lift shall occur.

8. Anti - Two blocking devices shall be utilized at all times when lifting personnel. Locations or facilities that have no available cranes or pickers equipped with anti - two blocking devices shall insure that personnel in the workbasket and the operator maintain continuous communication by way of radio on a pre-established channel. Only radios with channel locking devices should be used. 

9. All lifts and placement of lifts shall be planned, understood, and communicated to all effected personnel prior to each lift. Changes in the lift plan require additional planning and communication to insure safe operation results.

10. Crane, Hoisting, and Rigging equipment shall only be operated within its rated capacity. Operators and riggers shall aquire weights and establish safe lift procedures prior to each lift. Weights shall include jib, block, cable, and rigging for critical lifts

11. Rigging CBI should be reviewed, understood, and applied prior to operations. The Critical Lift Plan shall be utilized for lifts exceeding 75% of the crane capacity if an engineered lift plan has not been established.

12. Traveling with separate loads, on both blocks, is strictly prohibited. 
13. Crane load - radius charts for static and dynamic loads should be available and located in plain sight of the operator and utilized for each lift.

14. Personnel shall avoid being under any part of the crane boom or load. Always remain out of the line of fire. Tag lines of sufficient length and diameter with no knots shall be utilized for each lift as needed.

15. The supervisor and crane operator shall be responsible for determining the safety of each lift. The operator shall retain the right to shut down crane operations or refuse any lift deemed unsafe or at risk.

16. The operator shall utilize one signalman but shall obey all emergency stop signals given by any personnel. The operator shall respond only to signals (i.e. verbal, visual) that are clearly understood.
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17. Use extreme caution around power lines. Lines that could be reached accidentally should be de-energized. A safe method for operating around the lines should be developed prior commencing work. No equipment is to come within 15 feet or less of any power lines.
18. Avoid excess angles on slings. Excessive angles increase stress on slings, and reduce lifting capacity.

19. Out riggers shall always be used. All outriggers shall be fully extended at all times except when traveling. Always insure crane and outriggers are level and on solid ground.

20. Loads shall be kept as low as possible, booms shall be kept as high as possible and the horn shall be used to warn personnel of suspended loads. Traveling and Rotating of loads, acceleration and deceleration shall be accomplished in as smooth a manner as possible.

21. Any indications of excessive load or the crane is traveling light, require that all operations stop immediately and establish an alternative plan to insure safe operation results.

22. Crane block will be at center of lift and/or the center of gravity prior to lifting. The crane shall not be used for dragging or pulling loads unless specifically rigged for such.

23. No welding or heating of critical crane or rigging components will be made without specific repair procedures and recommendation. (I.e. booms, swing assemblies, hook, blocks, etc.)

24. Slings and rigging equipment shall be inspected prior to each user. Use multi leg slings when required rather than multiple single slings. If the load requires four slings, use four slings. Insure slings are not twisted or knotted and are properly attached.

25. Jerking or impact loading is prohibited. Lift slings gradually until all slack is eliminated.

26. Remove all loose material from the load prior to lift.

27. During periods of severe winds or when lightning is present, and when practical or possible, the booms are to be lowered as low and as safety as possible.  During these weather conditions, employees should not be working out of work baskets.

28. All personnel involved in crane or rigging operations shall regularly review and consistently apply all behaviors identified in related CBI's (i.e. crane, rigging, cherry picker, etc.)

29. No standard will ever exist or substitute for common sense sound judgement and a continue concern for maximum safety. Safety is not a rulebook; it's a state of mind.
