Company

FORM 13


Company
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AUDIT CHECKLIST

DATE________  WO#_________  LOCATION______________________________

FACILITY MANAGER____________________SAFETY REP.___________________

Note: *CDI= corrected during inspection


*Any item checked with a (NO) response will be considered a safety concern 
and categorized as to its severity.  Each of these items will be addressed 
according to the assigned priority code. 

	FACILITY MANAGER ITEM CHECKLIST
	YES
	NO
	N/A
	CDI

	Is a portable gas detector available, operational and calibrated within the last (12) months? 1910.146
	
	
	
	

	Is a NORM meter available, operational and calibrated within the last (6) months? 1910.1096(d)
	
	
	
	

	Are safety meetings documented daily and weekly? 1910.119(i)
	
	
	
	

	Are hot work permits completed as required? 1910.119(k)
	
	
	
	

	Are confined space permits completed as required? 1910.146
	
	
	
	

	Are JSA’s completed as required? 1910.119(f)
	
	
	
	

	Is a visitor sign-in sheet maintained? Express standard
	
	
	
	

	Are all new employees, visitors and contractors given orientation as required? 1910.119(h)
	
	
	
	

	Is the Tetra incident log maintained as required? Tetra standard
	
	
	
	

	Does the facility manager understand and utilize the SSE/NIP/MENTOR program? Express standard
	
	
	
	

	Is the emergency action plan in place and understood by the facility manager? 1910.38(a) & 29CFR 1918.100
	
	
	
	

	Are emergency drills held on a regular basis? 1910.38 (a)(5)
	
	
	
	

	Is the SPCC plan in place and understood? CFR 250.300(a)
	
	
	
	

	Is the platform identified with the operator, block number and platform in (12) inch letters in at least one side of the heliport? CFR 250.115(a)
	
	
	
	


	FIRST AID ITEM CHECKLIST
	YES
	NO
	N/A
	CDI

	Is every work related injury reported and documented? 29CFR 1918.97(a)
	
	
	
	

	Is a first aid kit available and stocked? 29CFR 1918.97(b)
	
	
	
	

	Is there at least one certified first aid responder onsite? 29CFR 1918.97(c)
	
	
	
	

	Is at least one stokes basket or equivalent with straps onsite? 29CFR 1918.97(d)(1)
	
	
	
	

	LIVING QUARTERS ITEM CHECKLIST
	YES
	NO
	N/A
	CDI

	Is housekeeping maintained? 1910.22(a)
	
	
	
	

	Are smoke detectors located in each room, tested on a regular basis and operational? 1910.164(c) & (f)
	
	
	
	

	Are life vest available for each employee, visitor and contractor? CFR 250.120(b)
	
	
	
	

	EMERGENCY ITEM CHECKLIST
	YES
	NO
	N/A
	CDI

	Are all fire extinguishers located according to the station bill? 1910.157(c)(4)
	
	
	
	

	Do all fire extinguishers have a current Express monthly and third party annual inspection? 1910.157(e)
	
	
	
	

	Are all emergency lights tested on a regular basis, located as needed and operational? 1910.261(b)(2)
	
	
	
	

	Are all equipment ESD switches identified and operational? CFR 250.803(b)(3) & (4)(i)
	
	
	
	

	Are all emergency alarms identified and operational? 1910.165(b)
	
	
	
	

	Are all diesel engine exhaust equipped with spark arrestors? CFR 250.803(B)(5)(i)
	
	
	
	

	Are all diesel engines not continuously attended equipped with automatic air intake shutdown devices? CFR 250.401(b)(2)
	
	
	
	

	Are life rings in place for emergency use with at least (90) feet of line attached? 1926.605(d)(2)
	
	
	
	

	Is a fixed or portable ladder available that will reach from the work area of the barge or lowest deck to the water surface? 1926.605(d)(2)
	
	
	
	

	Is there at least one boat available at each facility where work is performed over or near water? 1926.106(d)


	
	
	
	

	POLLUTION ITEM CHECKLIST
	YES
	NO
	N/A
	CDI

	Is pollution of offshore waters prevented? CFR 250.300(a)
	
	
	
	

	Are drill cuttings, sand and other well solids properly disposed of? CFR 250.300(b)(2)
	
	
	
	

	Does all operating equipment have drip pans with removable plugs to collect discharges? CFR 250.300(b)(4)
	
	
	
	

	Is the disposal of equipment, cables, chains, containers and other materials into offshore waters prevented? CFR 250.300(b)(4)
	
	
	
	

	Are records of daily pollution inspections maintained? CFR 250.301(a)
	
	
	
	

	Are all materials, equipment, tools, containers and other items that are lost overboard recorded daily? CFR 205.300(d)
	
	
	
	

	WIRELINE SAFETY ITEM CHECKLIST
	YES
	NO
	N/A
	CDI

	Are wireline operations conducted so as to minimize the leakage of well fluids? CFR 250.618(a)
	
	
	
	

	For all wireline perforating operations where communication exist between hydrocarbon bearing zone and well bore, is a lubricator assembly containing at least one wireline valve used? CFR 250.618(b)
	
	
	
	

	Are all lubricators pressure tested to the expected shut in pressure of the well? CFR 250.618(c)
	
	
	
	

	CRANE SAFETY ITEM CHECKLIST
	YES
	NO
	N/A
	CDI

	Are prior to use crane inspections properly performed and documented? CFR 250.120(c)
	
	
	
	

	Are all crane inspections performed by a qualified operator? CFR 250.120(c)
	
	
	
	

	Are all crane operators qualified? CFR 250.120(c)
	
	
	
	

	Are safe crane operating practices for handling, moving, and holding the load being utilized? CFR 250.120(c)
	
	
	
	

	Is the proper load chart visible to the operator? CFR 250.120(c)
	
	
	
	

	Are documented inspection and maintenance records available? CFR 250.120(c)
	
	
	
	

	Is the crane boom positioned and secured during all helicopter take off and landings? CFR 250.120(c)
	
	
	
	

	Is a fire extinguisher in or near the crane cab at all times? CFR 250.120(c)
	
	
	
	

	CRANE SAFETY ITEM CHECKLIST (continued)
	YES
	NO
	N/A
	CDI

	Is the boom angle indicator operational and visible to the operator? CFR 250.120(c)
	
	
	
	

	Is the crane anti-two block system operational? CFR 250.120(c)
	
	
	
	

	If unsafe conditions exist and are known, is the crane taken out of service until repairs can be made? CFR 250.120(c) & API RP 2D 3.1.5c & CFR 250.108
	
	
	
	

	Are static and dynamic load charts visible to the crane operator? API RP 2D 3.15h & CFR 250.108
	
	
	
	

	  RIGGING AND MATERIAL HANDLING SAFETY ITEM CHECKLIST 
	YES
	NO
	N/A
	CDI

	Do only qualified personnel perform rigging operations? CFR 250.108
	
	
	
	

	Whenever there is a safety concern regarding the crane operation or handling of loads, does the crane operator stop all operations? CFR 250.108
	
	
	
	

	Do all personnel transfers follow recommended practices such as proper PPE, lift basket inspection and safety locking latch? CFR 250.108
	
	
	
	

	Are all slings (synthetic and wire rope) inspected and properly tagged? CFR 250.108 & API RP 2D 5.2.4(b) & 1910.184
	
	
	
	

	Are all slings (synthetic and wire rope) stored properly? API RP 2D App.G C.5.2.1 & CFR 250.108
	
	
	
	

	Are tag lines observed on all crane loads? CFR 250.108
	
	
	
	

	Are proper bolts, shackles and pins used as required? Tetra standard
	
	
	
	

	  HOT WORK SAFETY ITEM CHECKLIST 
	YES
	NO
	N/A
	CDI

	Is a hot work permit developed for all hot work performed? CFR 250.402(b)
	
	
	
	

	Is all welding/cutting equipment inspected by a qualified person prior to beginning work? CFR 250.402(b)
	
	
	
	

	Are all flammable containing tanks and/or equipment located at least (35) feet horizontally from the welding area or is it protected? CFR 250.402(a)(4)
	
	
	
	

	Are welding leads completely insulated and in good condition? CFR 250.402(b) & 1926.351(b)(1)
	
	
	
	

	Are all oxygen and fuel bottles secured properly and in a safe place? CFR 250.402(b) & 1926.350(a)(10)

	
	
	
	

	  HOT WORK SAFETY ITEM CHECKLIST (continued) 
	YES
	NO
	N/A
	CDI

	Are cutting hoses, fittings, gauges and regulators properly maintained? CFR 250.402(b)
	
	
	
	

	Does the company man approve all hot work permits prior to beginning actual task? CFR 250.402(d)(1)
	
	
	
	

	Are fire watches assigned as required to all hot work tasks? CFR 250.402(d)(2)  
	
	
	
	

	Does the fire watches maintain continuous surveillance with a portable gas detector and document readings at regular intervals for all hot work tasks?  CFR 250.402(d)(2) 
	
	
	
	

	Do fire watches have usable fire fighting equipment in possession and remain on station at least (30) minutes after completion of all hot work? CFR 250.402(d)(2) & (3)
	
	
	
	

	Is the wellbore free of hydrocarbons so that hot work can be performed in the area of the wellbore? CFR 250.402(d)(5)
	
	
	
	

	All producing wells are shut-in with a safety valve if hot work is to be performed within (10) feet of the well? CFR 250.402(d)(6)
	
	
	
	

	Are all vessel water discharge points monitored prior to any hot work operations? CFR 250.402(a)(3)
	
	
	
	

	Are welding and cutting filter lenses shaded as required (torch cutting 4-5)(welding 10-12)?  1926.102(b)
	
	
	
	

	Are all torches lighted by friction lighters? 1926.350(g)(2)
	
	
	
	

	Are approved cutting goggles used for all torch cutting? 1910.133(a)
	
	
	
	

	Is the proper PPE used for hot work operations? 1910.132(a)
	
	
	
	

	Are flash arrestors in place on oxygen and fuel torch and gauge ends? 1926.350(f)(4)
	
	
	
	

	Are oxygen and fuel bottle caps in place when not in use? 1926.350(d)(4)
	
	
	
	

	  GENERAL SAFETY ITEM CHECKLIST  
	YES
	NO
	N/A
	CDI

	Is all work/operations performed in a safe manner so as to protect people, property and the environment? CFR 250.120(a)
	
	
	
	

	Is all equipment maintained in a safe operating condition? CFR 250.120(a)


	
	
	
	

	  GENERAL SAFETY ITEM CHECKLIST (continued)  
	YES
	NO
	N/A
	CDI

	Are all health, safety and fire hazards corrected? CFR 250.120(b)
	
	
	
	

	Are current operating well pressures recorded? CFR 250.803(b)(1)(iii)
	
	
	
	

	Are all engine hot surfaces equipped with proper insulation? API RP 2D 14C sec.4.2 (3) & (4) & CFR 250.803(B)(5)(i)
	
	
	
	

	Are all loose materials and small tools kept in a storage area when not in use? CFR 250.300(c)(1)
	
	
	
	

	Is all skid mounted equipment marked with owners name? CFR 250.300(c)(3) & (4)
	
	
	
	

	Are all pressure relief valves vent piped to prevent fluid release from striking personnel or ignition sources? CFR 250.803(b)(1)(i)
	
	
	
	

	Are all electrical connections free of improper splices and in good condition? CFR 250.403(c)
	
	
	
	

	Is the MSDS book properly maintained? 1910.1200
	
	
	
	

	Is there safe access to all rigs, platforms, boats, barges and docks? 1926.605(b)(1) & (2)
	
	
	
	

	Are work vest used at all times when crossing over water, working on barges and unguarded decks? 1926.605(d)(3)
	
	
	
	

	Is the Express no jewelry standard followed in the work place? Express standard
	
	
	
	

	Is the Express no knife standard followed? Express standard
	
	
	
	

	Is the Express no open toe shoe standard followed? Tetra standard
	
	
	
	

	Are all missing, broken or poor fitting hatch covers guarded? 29CFR 1918.31
	
	
	
	

	Is house keeping properly maintained (slippery surfaces, nails, debris, materials not in use and tools)? 29CFR 1918.91
	
	
	
	

	Are all work areas properly illuminated? 29CFR 1918.92
	
	
	
	

	Is proper fall protection used for workers (6) feet or more from lower levels? 1926.51(b)(2)
	
	
	
	

	Are all workers protected from falling in open holes? 1926.501(b)(4)
	
	
	
	

	Are all workers protected from falling by proper hand rails and guard rails? 1926.502(b)
	
	
	
	

	Is proper PPE available as needed(hard hats, safety glasses, steel toe boots, gloves, proper clothing, full face shield, goggles and respirators? 1910.132
	
	
	
	

	  GENERAL SAFETY ITEM CHECKLIST (continued)  
	YES
	NO
	N/A
	CDI

	Is all required PPE worn as needed? 1910.132(a)
	
	
	
	

	Is all rotating equipment properly guarded? 1910.212(a)
	
	
	
	

	Are all fixed and portable ladders and stairways in proper condition and inspected? 1926.1051
	
	
	
	

	Are all personal fall arrest full body harnesses stored properly and inspected? 1926.502(d)
	
	
	
	

	Are lockout/tagout procedures used as required on all mechanical and electrical tasks? 1910.261(b)
	
	
	
	

	Is a grounding assurance program utilized? 1926.404(b)(iii)
	
	
	
	

	Are confined space procedures utilized prior to entering any confined space? 1910.146
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