CORRECT BEHAVIOR 

(Company)

PERSONAL PROTECTIVE EQUIPMENT
1. No job is ever so urgent or so important that we cannot take the time out to do it safely or environmentally correct.

2. Long sleeves are to worn during painting, blasting, welding, cutting, grinding and/or when working with hazardous paints or chemicals, etc.

3. Safety footwear is mandatory and is to be kept in good condition.  Footwear should provide good traction and have a defined heel.

4. Hard hats shall be worn all times except in office buildings or living quarters not designated as a job site.

5. Safety glasses with side shields labeled Z.87 are a minimum acceptable protection and shall be worn at all times except in office buildings or living quarters not designated as a job site.  Clear and/or glasses designed for night use shall be used in low light conditions and for at night.  Dark glasses may be used at night only when working around welding operations where potential for flash presents the greater hazard.

6. Additional eye protection shall be worn such as chemical goggles, blast hood, face shield, cutting goggles, etc. when grinding, blasting, chipping, blow down, using thinners or other hazardous chemicals, etc.  

7. Proper ear protection must be worn when exposed to hazardous noise levels such as areas designated as such and/or around compressors, blasting operations, gouging using chipping gun, etc.  If you can talk comfortably with someone 40 inches away, there may not be enough noise to damage hearing.  But if you must shout to be heard or understood at distances of 8-16 inches apart, the noise can probably cause hearing loss and would require protection.

8. Work vest require when working over the water or in an unprotected area (no hand rails) during vessel transfer, working on deck of vessel, plus 10 level, etc.  

9. A full-body harness with double lanyard shall be worn when working six (6) feet or greater above the deck, ground or water level and/or anytime there may be potential for a fall.  (100% tie-off)   This includes when working from manlifts and/or mobile work platforms.  Personnel shall tie-off to work platform and not to the area outside the manlift or mobile work platform.

10. Fall protection systems shall be rigged to prevent a free fall of more than six (6) feet and should prevent the contact of any lower level.  Wearer should allow no more slack in the lanyard or fall protection system than is necessary.

11. Hand protection (gloves) designated for the task at hand shall be worn when painting, blasting, rigging, material handling, working with chemicals, soaps, thinners, etc. and/or whenever hazards of the hand exist.

12. The appropriate NIOSH-approved dusk mask or respirators with the proper chemical cartridge shall be worn when spray painting, mixing paint, when exposed to strong organic vapors, heavy fumes or norm, welding, burning in poorly ventilated areas and/or anytime deemed necessary.  

13. All personnel performing sandblasting operations must wear approved blast hoods with inner shield and outer shield and shroud that covers neck and upper body.

14. Proper work clothes, long pants, shirts, and additional clothing such as aprons, etc. shall be worn when the task requires such.  Loose or ragged clothing, clothing saturated with chemicals, tank tops, sleeveless shirts, or jewelry shall not be worn.  

15. When kneeling for extended periods of time or kneeling on rough/uneven surfaces( i.e., grating), kneepads shall be worn.

16. No standard will ever exist which can substitute for common sense, sound judgment and a continuing concern for maximum safety.  Safety is not a rulebook; it’s a state of mind.

