CORRECT BEHAVIOR 

(Company)

SAFEWAY - SCAFFOLDING
1. No job is ever so urgent or so important that we cannot take the time out to do it safely or environmentally correct
2. Life line and rope grab with 3-foot lanyards should be used when erecting and dismantling scaffolds.

3. A full-body harness with six-foot double lanyard (100% tie-off) shall be used when working from scaffolds with lanyard attached to a tie-off point other than the scaffold itself.

4. A work vest shall also be worn when there is exposure to water.

5. Ladders shall be aligned to one side and not staggered and shall be the only part of the scaffold climbed.

6. Pins with locking mechanisms shall be used on all scaffolding.  The use of welding rods is discouraged and should only be used temporarily until additional locking mechanisms are acquired.

7. Only aluminum scaffold boards designed for scaffolding should be used.

8. Handrails with toe plates shall be used on the top section with three aluminum scaffold boards to provide an enclosed work area except when circumstances do not allow enough room for the handrail section.  When only three sections can fit in place, rope shall be used to substitute for the additional section.

9. Barricade tape should also be used to flag off the area when work is in progress.

10. Scaffolds shall be thoroughly secured to prevent tipping when scaffolding is in excess of three scaffolds high or whenever conditions warrant.

11. Wheels shall remain locked at all times except when scaffolding is being moved.

12. Personnel, tools and equipment shall not remain on scaffold when moving.

13. Both hands are to remain free when climbing scaffolds.  Tools and equipment are to be raised or lowered by rope or hoisting equipment designed for such task.  Throwing tools, materials, etc. from one level to another is prohibited.  

14. Lifting or pulling while leaning over rails should be avoided at all times.

15. Entire scaffolding system shall be inspected prior to and during each use (i.e., frame, cross bars, pins, keeper/locking mechanisms, etc.).

16. Never exceed the safe working load of scaffolding and/or aluminum boards.
17. No standard will ever exist which can substitute for common sense, sound judgment and a continuing concern for maximum safety.  Safety is not a rulebook; it’s a state of mind.
