CORRECT BEHAVIOR
 (Company)
HOT WORK
1. No job is ever so urgent or so important that we can't take the time out to do it safely or environmentally correct.

2. Welding and burning, which can be performed in approved safe welding areas, should be performed in the safe welding areas.   MMS-approved safe welding areas are identified in drawings that are maintained on the facility and should be made available to you upon request.   MMS Regulation 30 CFR 250.52.

3. Sources of flammables are to be eliminated by steel skillets, blind flanges and/or double block and bleed. 

4. Keep the work area and floor clean of scraps, and other material or equipment.  Areas should always be cleared of such items upon completion of the task, and or as needed throughout task. Hot items shall place in containers made of heat resistant and/or flame retardant materials.

5. All piping will be considered pressurized until deemed otherwise.

6. Everyone involved with the task is to visibly verify that there is no pressure within the piping prior to performing work.

7. Production personnel are to be made aware of the task and are to assist and ensure that proper isolation has been performed.

8. Equipment containing hydrocarbons or other flammables shall be relocated at least 35 feet horizontally from the work site.  Similar equipment at lower levels shall be relocated 35 feet from the area in which slag, sparks or other burning material could fall.  If relocation is impracticable, either the equipment shall be protected with flameproof covers or shielded with metal or fire-resistant guards or curtains, or the contents shall have been rendered inert.   MMS Regulation 30 CFR 250.52.

9. Welding or burning in or within 10 feet of a well bay requires that all production wells in the well bay be shut in at the surface safety valve.   MMS Regulation 30 CFR 250.52.

10. Deck drains are to be plugged to prevent back flow.

11. During the welding and burning operations, one or more persons are to be designated as fire watch  with no other duties while actual welding or burning operations are in progress.   MMS Regulation CFR 250.52.   The fire watch shall have in their possession fire-fighting equipment in usable condition and shall remain in the area thirty (30) minutes after hot work has been completed. The supervisor and fire watch shall initialize, utilize and comply with all aspects of the Fire Watch/ Permit Closure Form.

12. The work area and lower levels below the work area where slag, sparks or other hot materials could fall is to be thoroughly inspected to ensure it is safe prior to performing work.   MMS Regulation 30 CFR 250.52.

13. All hot work activities to be provided by company shall require a Hot Work Permit authorized, documented and signed by an on-site facility supervisor (customer) who has a thorough knowledge of the facility.  Refer to company’s safety manual.

14. The on-site facility supervisor (customer) shall inform company’s supervisor what safety precautions shall be taken and ensure compliance before hot work begins. 

15. Procedures for emergency evacuation & communication shall be established prior to start of permitted work.
16. No standard will ever exist which can substitute for common sense; sound judgment and a continuing concern for maximum safety. Safety is not a rulebook; it's a state of mind.

