CORRECT BEHAVIOR

(Company)

DRILLS
1. No job is ever so urgent or so important that we can’t take the time out to do it safely or environmentally correct.

2. Inspect bits, chuck, drill, electrical and/or air supply prior to each use.
3. Leave all repairs to experienced and authorized personnel.  Never modify equipment or alter safety devices.
4. Do not use unless all safety devices are in place and functioning properly. (I.e. all handles, guards, etc.)

5. Insure that the bit is sharp and of the correct size and type.  (i.e. wood, steel, concrete)

6. Material to be drilled must always be secured in place.  Insure bit is properly secured as well.

7. Stay clear of water and damp locations when utilizing any electrical tools.  Ground fault interrupters are required for wet locations.
8. Always insure magnets are functioning properly prior to each use.
9. Lubricate bits often during drilling process with appropriate drilling fluid. Insure proper oil containment is in place prior to drilling to collect excess drill fluids.
10. Disconnect power supply entirely prior to changing bits, etc.
11. In addition to standard PPE, faceshields and gloves are required (i.e., gloves shall be worn unless the potential for injury is greater when not wearing gloves).  Loose clothing is not permitted.
12. Always remain out of the line of fire.
13. Always utilize a body position that would allow you to reduce the potential for fall or injury should the bit break or jam.

14. Always clean up area upon completion and/or as needed throughout the duration of the project.  Never remove shavings while bit is turning.
15. No standard will ever exist which can substitute for common sense; sound judgment and a continuing concern for maximum safety.  Safety is not a rulebook; it’s a state of mind.
