CORRECT BEHAVIOR
 (Company)

LOAD OUT

1. No job is ever so urgent or so important that we cannot take the time to do it safely or environmentally correct.
2. Install a walkway from the bank to the barge always securing the walkway with a chain to the barge.  Only walkways providing safe and adequate access shall be used.

3. The Barge shall be thoroughly secured to the bank, preferably by sling, cable or rope of sufficient size and flagged for visibility when conditions warrant (i.e. cable, slings, or ropes stretched across a walk/work area).

4. Insure proper placements of all electrical lines, gas lines, airlines, etc. are secured in a manor that they do not become pinched, cut, or damaged between barge and bulkhead/ landing.

5. Life Ring and Rope Ladders shall be mounted to walkways. Fire Extinguisher shall be available at site. Supervisor and crew is responsible with ensuring each are in place.

6. A gas free certificate must be acquired and posted prior to the start of any hot work.  Copies of the certificate are to be posted on the walkway and provided to the safety department and project manager.

7. Fire extinguishers should be readily available for all hot work operations.

8. Work vests are required at all times while on the barge except in protected areas (i.e. handrails, walls, fencing).

9. All unattended manhole covers shall have barricaded covers, and shall be replaced as soon as possible.

10. A life-ring and rope ladder should be readily available and located on or near the walkway.

11. Adequate lighting shall be provided during night operations.

12. Always remain clear when removing hatch covers.  Always remain out of the line of fire.  Stay clear of anchor lines, cables, jacks, winches, and pump hoses, etc.  Avoid pinching points (i.e. making up tracks, hanging slings, equipment operation cables).

13. Winch guards shall remain in place at all times during pulling operations.

14. During winching operations, only one qualified person will give instructions or hand signals. Remember that anyone can halt an unsafe operation. A brief meeting regarding hazards and correcting problems should take place before continuing operations. 

15. Excess grease should be removed from the barge deck to prevent slip hazards.  Housekeeping should be maintained as much as possible throughout the load out.

16. Vehicles should remain as far away from the operation as possible.  Never park behind equipment.

17. Use extreme caution when operating mobile equipment on barges.  Operating high-reaches from bank to barge or barge to bank should be avoided.  Under such circumstances shall insure that high reaches are not left unattended while extended. In addition, Heavy equipment shall be utilized to assist in securing the barge under such operation when conditions warrant.

18. Maximum capacity of heavy lifting equipment will decrease to 50% of Maximum rated capacity of pre-existing load chart.

19. Boom Swing angles will be decreased to 30( from center of lifting equipment for safe operating practices.

20. No standard will ever exist which can substitute for common sense, sound judgment, and a continuing concern for maximum safety.  Safety is not a rulebook; it’s a state of mind.

