CORRECT BEHAVIOR 

(Company)

MAN LIFTS

1. No job is ever so urgent or so important that we cannot take the time to out do it safely or environmentally correct.

2. Employees should go through proper training prior to operating.  Foreman and/or leaderman should ensure that individuals using or intending to operate man lifts have been through the appropriate training.  (Refer to Safety Manual under equipment operations.)

3. No two Manlifts will operate entirely the same. The make, model, and controls may be identical, but in no way insures identical responses by each Manlift. Always become familiar with each Manlift prior to its use.  

4. Operators should perform inspections and insure that all controls operate properly daily and/or prior to each use. Anytime a control fails to respond, STOP all operations until the cause is identified and corrective measures are taken as needed.

5. A full body harness with double lanyard shall be worn in manlifts at all times. 100% tie off.  Lanyards shall be tied to the basket and not to the platform or other structures.

6. Work vests shall be worn when operating manlifts over water. Lanyards should be disconnected from man lift when working over or near water.

7. Lever Guards must be in place at all times and be sufficient to protect against accidental engagement.

8. Levers shall remain clearly labeled and should be protected at all times by bisqueen or fire blanket to prevent damage from sparks or paint. Relabel unclear labels before operating man lift.

9. Ensure that extension cords, leads and hoses are rigged to prevent pinch damage or arching.  Ensure sufficient slack is available prior to each move.

10. Secure all tools, etc.  Nothing shall extend out of the basket.  Tools should be kept in a bucket secured to the inside of the basket or utilize tool belts.

11. In an effort to avoid pinch points and crushing injuries, never hold onto the outside rails while in motion.

12. Ensure that the manlift is on stable ground prior to extending boom.

13. Man lifts are for personal use only.  Never exceed its rated capacity.

14. Manlifts can be used to carry material to a work location. The combined weight of personnel and material, in the basket, never  exceed the rated capacity of the Manlift. All material shall remain inside of the basket and at no times extend above the top rail or extend out of the basket rails.  

15. Employees must use sound judgement in excessive winds, lightning or severe weather conditions.

16. Select your route and determine the safest means of approaching your work area prior to extending boom.

17. Never jam the deadman switch to operate.  Always insure the deadman switch functions properly prior to each use.

18. Boom must be scoped in and below the horizontal before traveling from site to site.
19. Never utilize the faster setting when maneuvering into place.  Faster settings are for traveling only.

20. Operating a man lift from the barge to the bulkhead or from the bulkhead to the barge should be avoided whenever possible.  Such operation is permitted however if condition are acceptable (i.e. barge secured, minimal movement.)

21. Report all hazards, equipment failures, or needed repairs to your supervisor or maintenance department as soon as possible.  Remove the key and lock and/or tag out until repairs are made.

22. Always remain clear of power lines.  The minimum safe distance is 15 feet.   Higher voltage lines may require minimum safe distances in excess of 15 feet.

23. No standard will ever exist which can substituted for common sense, sound judgment, and a continuing concern for maximum safety.  Safety is not a rulebook; it’s a state of mind.

